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ӭ ẁ ᴕȲ ЬṼ ₇Џ Ɫ  

₇Ю  Product Description 

 
 

Ӑ‒  Additional Information  

₇Ṇԝ Series M22 

₇  Function Ϛ  Compact ה

Type ╓ӱ ה₇₤  Pilot Light 

Ḋ  Bezel Material  Plastic 

₇ ₤ Shape Ґ ᶮ Extended 

ᾚὊ  Lamp Replaceable ЛҠ NO 

  Votlage  
Q2: AC/DC 6V, Q3: AC/DC 12V, Q4: AC/DC 24V, Q5: QC/DC 36V, 

Q6: AC/DC 48V, Q7: AC/DC 60V, Q11: AC 110V, Q22: AC 220V,  

Q38: AC 380V,Q41: AC 415V 

ᴥ  Color  

A: ꜗᴥ, R:ּמᴥ, G: ᴥ, S: ᴥ, Y: ᴥ, W:Ӫᴥ, PW: Ӫᴥ 

A:Amber, R:Red, G:Green, S:Blue, Y:Yellow, W:White, PW:Pure 

White 

 Weight 22g 

 Wire Diameter 16~22AWG 

 

₇  Product Specification 

LED ☼ LED Rate Current 

 

Green Red Blue Yellow Amber White

AC/DC 6V 2.2 11 12 11 11 4.5

AC/DC 12V 2.2 10 12 10 10 4.5

AC/DC 24V 2.2 10 12 10 10 4.5

AC/DC 36V 2.1 9 8.9 9 9 4.4

AC/DC 48V 2.2 9.2 9.1 9.2 9.2 4.3

AC/DC 60V 2.1 8 7.9 8 8 4.4

AC 110V 3 10 10 10 10 6.8

AC 220V 2.1 10.3 10.3 10.3 10.3 5.8

AC 380V 2.1 7.8 7.8 7.8 7.8 4.9

AC 415V 2.2 8.2 8.2 8.2 8.2 5.1

Current (mA)
Voltage
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׀ ⇔ Storage Temperature -45̆  to +85̆  

ᵂ ⇔ Operating Temperature -25̆  to +55̆  

ᵂ ⇔ Operating Humidity 45% to 85% RH 

Ṯ  Degree of Protection IP66 

 

 

ᴁ╬  Degree of Pollution 3 

 ᶼ Contact resistance 100mɋ max (at 1A, DC 6~8V) 

 ᶼ Insulation resistance 100Mɋ max (at DC 500V) 

וֹ  Dielectric Strength AC 2000, 50/60Hz for 1min 

 

 

ׄ Ὑ Assembly 

Іҵ₤ Crimp Terminals Appearance ׄ эѐЉ Mounting Hole Layout 

 

 
ὰ⁴⇔ Panel Thickness 0.8~12 mm 

ׄ  (Ѳ ) Mounting Torque 2 N.m 

 

 

 

ׄԓ  Certificates 

Certification Mark 

    

Approved StandardS 
IEC 60947-5, GB/T 14048.5, GB/T 6994(IEC 60092), UL1059, 

UL508(CSA C22.2 No.14). 
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